
 

 

AMS Fuel System Instructions 
 

1. Disconnect Battery 

2. Remove Gas cap to relieve pressure in system 

3. Remove rear seat 

4. Remove 4 screws on driverôs side panel to gain access to fuel sending unit. 

 
5. Disconnect lines and electrical connector to sending unit (Use rag around hoses to 

prevent fuel spray) 

6. Remove (6) 8mm bolts and carefully remove sending unit plate and sending unit. 



 

 

 
7. Carefully install supplied sending unit and plate with the cut section of plate facing 

passenger side tighten bolts leave lines off for now. 

8. Remove stock fuel rail and install new one carefully changing over injectors. 

NOTE:  Use lube on O rings to prevent tearing them. 



 

 

 
9. Remove return line from steel line under brake master cylinder. Cap off steel line with 

cap supplied. 



 

 

 
10. Remove stock feed line from steel line under master cylinder.  

11. Find pre-assembled Fuel Pressure Regulator and short -8 line with 45 deg fittings. 



 

 

 
 

 

 

 

12. Install new fuel pressure regulator using supplied bracket on bolt by ABS as shown in 

picture 



 

 

 
**Note**   On ACD Cars you must move relay to gain access to bracket for Fuel Pressure 

Regulator . 

13. Remove vacuum line from fuel pressure regulator solenoid. Also remove line from 

solenoid to manifold. Run new vacuum line from manifold to new fuel pressure regulator 

bypassing the stock one. 



 

 

 
 

 

 

 

14. Use supplied 3/8ò rubber hose and connect one end to the outlet on bottom of fuel 
pressure regulator with a clamp connect hose with the steel fitting on the end to stock 

feed line.  Use barbed fitting to connect the 3/8ò hose to the rubber end of the feed line 

using clamps. 



 

 

 



 

 

15. Find longest -8 hose with 45 deg on one end and to straight on other end.  Connect 45 deg 

to the fuel rail inlet side near throttle body and run the rest of the line down firewall 

towards frame rail. 

  
 

16. Raise car or gain access to underside of vehicle using safety equipment such as jack 

stands or lift. 

17. Gather stainless steel hard line, fuel filter, NOS Y connector, 1 ıò tube clamp, 5/8ò tube 
clamp, 6 mm nut and bolt 

18. Lay out line on ground with bent end towards rear of car. Connect NOS Y connector to 

bent end of tube. DO NOT tighten completely.  Install fuel filter to straight end of tube 

making sure to follow direction of flow.  DO NOT tighten. 

19. Remove bolt in frame rail discard. 

20. Find new 8mm and use to screw 1 ıò clamp into frame rail holding fuel filter.  Install 

clamp on other end of filter and use self taper and drill into frame rail. 



 

 

 
21. Hold other end up and find a suitable place for 5/8ò clamp and drill ıò hole into steel 

bracket and use clamp and 6 mm nut and bolt to secure. 

 


